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1550 Single-Mode Optical Module

Overview
SFP-10G-ER 1550nm 40km DDM Optical Transceiver Module CISCO, HUAWEI, H3C,
Juniper, D-link, HP, IBM, dell, Mikrotik, Aruba,Quidway Compatible This 10GBase-LR
1550nm SFP+ transceiver is designed to transmit and receive optical data over single
mode optical fiber for link. SFP-10G-ER 1550nm 40km DDM Optical Transceiver
Module CISCO, HUAWEI, H3C, Juniper, D-link, HP, IBM, dell, Mikrotik, Aruba,Quidway
Compatible This 10GBase-LR 1550nm SFP+ transceiver is designed to transmit and
receive optical data over single mode optical fiber for link. In modern fiber-optical
networks, a 1550nm optical transceiver plays a vital role by converting electrical data
into invisible light, sending it across single-mode fibers over long distances, and then
restoring it back into electrical form. This blog explores what a 1550nm transceiver
is, its. Singlemode 1550 nm Fiber Optic Transmitters, Receivers, Transceivers are
available at Mouser Electronics. BiDi single-mode SFP optical module, 1Gb speed, LC
simplex connector, 40 km range, laser Tx:1550nm Rx:1310nm. If you are ordering
inserts for several device models, describe how many pieces and for which model. ge
as a result of electrostatic discharge (ESD). o human eyes and lead to permanent eye
injuries. Be sure to avo applicable to any particular order or contract. In accordance
with the CBO policy of continuous impr in any Small Form Factor Pluggable (SFP) port.
The receiver section uses an integrated InGaAs. 2 Pack SFP 1,25Gbs, 1000Base-BX
WDM Bi-Directional SFP Module, SC Single-mode Fiber Connector, TX 1310nm/RX
1550nm and TX 1550nm / RX 1310nm, DDM, 10km.

© 2026 Data Center Interconnect & Optical Chips - All rights reserved



Page 2/5

Article Content

1G SFP ZX, 1550nm, 80km, DDM, LC/UPC Duplex,

The Miljet MJ-SFPGE-ZX-80, SFP 1000BASE-ZR transceiver uses a longer wavelength
1550nm laser in Single Mode fiber (SMF), has a range of up to 80km

SFP-10G-ER 1550nm 40km DDM Optical Transceiver

In order to use different type of fiber, we also classify optical transceiver modules into
single-mode optical modules and multi-mode optical modules. Single-mode

Fiber Optic Transceiver: The Simple Guide to What It Is

What Is a Fiber Optic Transceiver? A fiber optic transceiver (also called an optical
transceiver) is a compact module that both transmits and

Single-mode optical fiber

In fiber-optic communication, a single-mode optical fiber, also known as fundamental-
or mono-mode, is an optical fiber designed to carry only a single mode of light

What is single mode sfp module?

Single Mode SFP (Small Form-Factor Pluggable) modules are a critical component in
modern networking systems, particularly in scenarios requiring long-distance data
transmission. These

1000BASE-ZX SFP 1550nm 80kmTransceiver Datasheet | FS

1G SFP transceiver module is individually tested on corresponding equipment such as
Cisco, Arista, Juniper, Dell, Brocade and other brands, and passes the monitoring of
FS intelligent quality

SFP Modules SFP and SFP+ Modules Small Form-Factor ...

Introduction Advantech''s small form-factor pluggable (SFP) transceiver family is
available with a variety of types of copper SFP and fiber SFPs, SFP+. This transceiver
module is compliant

ONA-800A OneAdvisor-800 v2 w. E4136C OTDR SM 1310/1550

Viavi ONA-800A OneAdvisor-800 v2 Mainframe incl. E4136C OTDR SingleMode
Module 1310 / 1550 / 1625 nm, 45 / 45 / 44 dB, APC.

How Wavelength (850/1310/1550nm) Affects Transceiver Reach —

How to choose — network design tradeoffs Reach vs cost 850 nm MMF transceivers
and an MMF cable plant are usually less expensive per port than single-mode LR/ER
optics. Use 850 nm when reach

What Is an Optical Module and Its FAQs (V200)
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Single-mode optical modules have a typical center wavelength of 1310 nm or 1550
nm, and are used with single-mode fibers. Single-mode fibers support a wide band
and large transmission capacity,

SFP Wavelength Guide: 850nm vs. 1310nm vs. 1550nm

The 1550nm SFP long distance transceiver is optimized for extended-reach
applications over single-mode fiber (SMF), where low attenuation and

What Are the Key Parameters of Optical Modules

Understand the key parameters of optical modules, including transmission rate,
distance, wavelength, and fiber compatibility, for better network

1.25G SFP Module, Single Mode SC, TX1550nm/RX 1310nm | Elfcam

This optical module offers a reliable and durable solution for professional
installations. Designed for fiber optic technicians and demanding network
environments.

XG-SFP-LR-SM1310 10GBASE-LR SFP+ 1310-nm 10-km DOM

The XG-SFP-LR-SM1310 is aligned to IEEE 10GBASE-LR optical specifications and
supports a link length of up to 10 kilometers over a single-mode fiber (SMF) with an
LC connector. It adopts the

How Wavelength (850/1310/1550nm) Affects Transceiver Reach —

Fiber: Single-mode (9/125 µm). Advantage: Near-zero chromatic dispersion for
standard SMF reduces pulse broadening compared with 1550 nm at similar distances.
Typical reach: Around 10 km for many

What Is an SFP Module? — Complete Guide to SFP, SFP+ & SFP28

⏩ What Is an SFP Module? An SFP module (Small Form-factor Pluggable) is a
removable, standardized transceiver that plugs into an SFP cage or slot on
networking devices such

SFP Transceiver Optical Fiber Single-Mode LC 1000Base-BX

Must be used with the two-way SFP optical transceiver module WDM in Gigabit fiber,
model Intellinet 508582 or model Cisco GLC-BX40-U Data transfer rate: 1000 Mbps
One LC port in 1000Base-BX

SFP BiDi 1000BASE-BX 1.25Gbps Tx1550nm/ Rx1310nm LC SMF

A versatile SFP module that works reliably over distances of up to 40 kilometers as
well as very short, 1-meter connections. Thanks to a specially designed receiving
diode, the module is resistant to

Sfp Modules
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1 Pair Single Mode SC Connector Optical Fiber Transceiver BIDI 1.25g SFP Module
1310/1550 5KM/20KM/40KM/60KM/80KM SFP Module ₱550.00 24% Off Voucher save
24% 1.3K sold

Dual Fiber Module LC SFP Transceiver Hilinktech 10G SFP+ 1550nm

10G CWDM 20KM Network Transceiver Module Digital Optical Monitoring Low Power
Dissipation Hilink HLSCxx1XL-CD20 CWDM 10Gbps SFP+ transceiver is designed to
transmit and receive optical data

What is the difference between 1310nm and 1550nm SFP？

1550nm SFP operates at a wavelength of 1550 nanometers and is used for longer
distance transmission, typically up to 80 kilometers in single mode fiber optic
networks.

SFP 1.25G 1550nm Single mode Optical Transceiver

Temperature Metal enclosure, for lower EMI RoHS compliant and lead-free Single
+3.3V power supply

Laser Products

ORION 1550 nm Laser Module A compact and industry-proven OEM single frequency
low noise source designed for 24/7 operation in harsh environments

ITU-T G.65X Single-Mode Optical Fiber

ITU-T defines seven types of communication optical fibers: G.651 to G.657. G.651 is a
multi-mode optical fiber, and G.652 to G.657 are single-mode optical fibers. This
document describes the optical

Singlemode 1550 nm Fiber Optic Transmitters, Receivers, Transceivers

Mouser offers inventory, pricing, & datasheets for Singlemode 1550 nm Fiber Optic
Transmitters, Receivers, Transceivers.
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Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.invest-bud.com.pl
Email: sales@ibud-photonics.com
Phone: +33 1 45 62 89 07
Address: 10 Avenue des Champs-Élysées, 75008 Paris, France

This document is for informational purposes only. Specifications subject to
change without notice.
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